
Venue
Room Dimension (Meter 

/ W,L)

Total Area

(sq. meter)

Ceiling Height min/max 

(meters)

Banquet (round tables of 

10)
Cabaret Cocktail Theatre Classroom Boardroom U-Shape

Hollow

Square

Boardroom/

Informal

 Gala Ballroom 39.6 × 22.7 911
5.3 / 6.0 / 6.8 /               

2.8m to Candelier 

550 without stage , 400 

with stage with tables 

starting in front of stage 

500 pax with stage with 

6 tables across the 

stage( 3 on each side)                                                                          

320 800 576 336  -  -  -  -

 Galleria 1 12 × 22.7 280 6.0 / 6.8

150 without stage , 120 

with stage with tables 

starting in front of stage                                                                          

96 250 182 96 N/A 48 56  -

 Galleria 2 15 × 22.7 351 6.0 / 6.8

200 without stage , 160 

with stage with tables 

starting in front of stage                                                                          

128 300 234 144 N/A 48 56  -

 Galleria 3 12 × 22.7 280 6.0 / 6.8

150 without stage , 120 

with stage with tables 

starting in front of stage                                                                          

96 250 182 96 N/A 48 56  -

Milano Meeting Room 5.7 × 8.5 44 3.68  -  -  -  -  - 16  -  -  -

Roma Meeting Room 8.5 × 5.4 45 2.86 20 16 20 25 9 18 15 18  -

Venezia Meeting Room 12.9 × 7.4 100 2.86 50 40 40 60 24 24 24 30  -

Pre - Function A 12 x 8.2 173 N/A  -  - 100  -  -  -  -  -  -

Pre - Function B 11.2 x 45 593
5.8m                 2.86 to 

Chandalier
 -  - 500  -  -  -  -  -  -

Como-Garden* 19.3 x 35.6 776  - 240  - 400 200  -  -  -  -  -

Business Center 1 4.6 × 7.9 38.5 3.05  -  -  -  -  -  -  -  - 16

Business Center 2 5.2 × 7.9 41.3 3.05  -  -  -  -  - 14  -  - 8

Business Center 3 5.4 × 7.9 44.4 3.05  -  -  -  -  -  -  -  - 16

* NOTE: A small stage (8ft by 12ft) has been considered for ballroom except U-shape, Boardroom & Hollow Square setup, No dance floor, head table or AV set up has been considered

* NOTE: Time restrictions apply to certain outdoor venues

Restaurant / Bar
Area Dimension (Meter / 

W,L,H)

Total Area

(sq. meter)

Terrace Area

(sq. meter)
Indoor Terrace

Giardino 607 267 / 171 222 72 / 34
Vanitas 199 127.9 60 36
Enigma 200 127.9 60 36

Q's 153 139 60 40
La Vita 127 136 60 36
Amalfi N/A 100

Main Pool Bar N/A

Gazebo N/A 64
Mozaico 94 64

Audio Visual

Galleria Ballroom (1,2,3)
      Video
            Measurements   Height form Floor to Bottom of the Screens, 2.3m / Distance Between Screens 9.3m / Distance Between Main Walls & Screens 3.5 / Distance Between Screens & Partitions 3.9m (Galleria 1&3 are identical).
      Audio
      Power
      Hanging Points
      Stage
      Dance Floor
      Lectern
      Logistics
 Man/Scissor Lift (MEWP)
Milano Meeting Room
Roma Meeting Room

Venezia Meeting Room

  70" LED TV / Sound bar
  70" LED TV / Sound bar
  84" LED TV / Sound bar

  x13, 500kg MAX load / Height from Floor to Points 6.6m / 600aed Per Point / Risk Assessment & Method Statement must  be completed if Rigging is Required.
  x9, Pieces of 1.2m x 2.4m / 60cm Height / Max Size - 3.6m x 7.3m (depth, width).
  x48, Pieces of 0.914 m x 0.914m / Max Size - 5.48m x 7.31 ( 6 blocks  x 8 blocks)

  120cm x 60cm (h,w) / Inbuilt Screen - 1366 x 766 (screen resolution) / 18" Screen (JPEG).

  Loading Bay Height - 8.6m / Loading Bay Doors - 2.48m x 2.65 (h,w) / Galleria 2 Main Doors - 3.03m x 2.27m  (h,w) / Protective Flooring must  be placed when Entering Equipment in the Ballroom.
  The Hotel does not  provide Man/Scissor Lift (MEWP) or Scaffolding.
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Room Dimensions and Capacities

Information

  x18, 12"Tannoy, 200w Inbuilt Speakers.

  (x3 One in each room) 5m x 3m (h,w - 234") 16:10 Projection Screen / 8k Projector / HDMI or VGA.

  x2, 125A - 3phase in Ballroom / x1 63A - 3phase Behind Ballroom.


